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TURNING BASE
SPD SEL : F OR VL5=*,
WHICHEVER IS HIGHER

GREEN DOT | ABM THRESHOLD | DOWNWIND LEG |
I FLAPS 1 ® FLAPS 2 ® START TIME FLAPS 1
PACKS OFF (OR BY APU) PACKS OFF (OR BY APU)
ONE DOT BELOW
GS OR
FUEL JETTISON

2000FT ABV GRND
SPD SEL: F OR VLS*,
WHICHEVER IS HIGHER

TIME PERMITTING

COMMIT ALTITUDE
S00Ft AGL

® FLAPS 2

STABILIZED
FINAL APP

SET GA THRUST
ROTATE TO SRS
RETRACT FLAPS TO 1+F
L/G UP

L/G DOWN

FLAPS 3 (DR, AS INSTRUCTED BY ECAM)
SPD SEL: VLS#

LDG C/L

A/THR DISCONNECT

IN CASE OF 2 ENGINES OUT ON THE SAME WING:
REDUCE SPD TO NORM Vapp
(BASED ON MCDU VLS) DISREGARD VLS ON PFD.

* FOR 2 ENGINES OUT ON THE SAME WING, VLS CAUTIDN :
SHOWN ON PFD IS LIMITED TO WMCL-2. IF GEAR RETRACTION IS NOT
FOR 2 ENGINES OUT ON OPPOSITE WINGS, THE VLS POSSIBLE, DO MOT ATTEMPT A
SHOWM ON THE PFD, AS WELL AS ON MCDU, IS GO-ARCUND AFTER LANDING

LIMITED TO VMCL. GEAR EXTENSION.




