KING AIR 200

EMERGENCY DESCENT

COCKP

MOTE:

INITIAL

DESCENT

LEVEL-OFF

20° NOSEDOWHN |

CY GEM SYSTEM — VERIFY
ARMED

CREW MASK —ON

MIC SWITCH — QXY GEN MASK
POSITION

SPEAKER (A5 REQUIRED)

PASSENGER OXYGEN (AS
REQUIRED)

POWER LEVERS — IDLE

PROP LEVERS — SMOOTHLY
FULL FORWARD

FLAPS — APPROACH (BELOW
TRIANGLE)

GEAR — DOWN (BELOW V g)

IF INITIAL INDICATED AIRSPEED IS
ABOVE Vg, MAINTAIN THE INITIAL g
ALTITUDE UNTIL THE IAS IS AT OR |
BELOW V. 1

REDUCE RATE OF DESCEMNT
APPROXIMATELY 500 FEET
ABOVE LEVEL-OFF ALTITUDE

Vg — APPROXIMATELY
14° NOSEDOWM

INITIAL PITCH ATTITUDE — 207
NOSEDCWN

FRIOR TO W, ., REDUCE PITCH
ATTITUDE TO APPROXIMATELY 14°
NOSEDCWN

MAXIMURM [AS SHOULD BE V| g
ADVISE ATC
RESET ALTIMETER AMD ALTITUDE

ALERTER TO LEVEL-OFF
ALTITUDE

NOTE:

DESCENT FROM 25,000 TO 12,500
FEET REQUIRES APPRCXIMATELY
SIKMIMUTES

ury

ra

w

b

o

@

™

o

APPROXIMATELY 500 FEET
BEFORE LEVEL-OFF ALTITUDE,
SMOOTHLY REDUCE RATE OF
DESCENT

FLAPS — UP

GEAR — UP (BELOW Vg
RETRACTION)

ADD POWER AS REQUIRED

MIC SWITCH — NORMAL
POSITION

REMONVE MASK
SET PROP RPM

COMPLETE DESCENT CHECKLIST




